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SCALE: 3/16" = 1'-0"
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DECORATIVE PANEL WALL

SCALE: 3/16" = 1'-0"
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STEEL COLUMN, REFER TO STRUCT.

PAINT WITH ONE COAT OF AMERCOAT

68 G ZINC RICH GALVANIZING PRIMER

BY PPG, TYP.

5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT, PAINT WITH ONE COAT OF

AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.
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3/16" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG

BASEMNENT FLOOR ELEV.

GROUND FLOOR ELEV. 

SECOND FLOOR ELEV.

631'-4" (HIGH POINT)

TOP OF STEEL  

618'-3"

602'-3"

592'-3"

TOP OF STEEL  631'-7"

TOP OF STEEL  613'-7"
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EXIT VESTIBULE

101

5 x 5 x 0.25 HSS STEEL HORIZONTAL GIRT PAINT

WITH ONE COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

STEEL COLUMN, PTD. REFER TO STRUCTURAL

PAINT WITH ONE COAT OF AMERCOAT 68 G ZINC

RICH GALVANIZING PRIMER BY PPG, TYP.
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301

SECTION

SCALE: 3/16" = 1'-0"

3/16" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG

B-B

301

SECTION

SCALE: 3/16" = 1'-0"
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1/8" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG

1/8" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG

1/8" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG

1/8" PERFORATED ALUMINUM

PANEL SCREEN SYSTEM BY DMG
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401

TOP EDGE OF PANEL

SCALE: 3" = 1'-0"

2

401

TYP. DRY JOINT DETAIL

SCALE: 3" = 1'-0"
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401

TYP. CONNECTION- VERT. JT. @ HORIZ. STEEL

SCALE: 3" = 1'-0"

STEEL COLUMN, BY OTHERS PTD. REFER

TO STRUCTURAL PAINT WITH ONE COAT

OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

PERFORATED ALUMINUM

PANEL BY DMG

5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.
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16 GA. CONTINUOUS Z-GIRT (FINISH TO MATCH

PERFORATED PANELS) SPACED VERTICALLY AT

24" MAX. FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG
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1/8" PERFORATED

ALUMINUM PANEL BY DMG

5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

16 GA. CONTINUOUS Z-GIRT (FINISH TO MATCH

PERFORATED PANELS) SPACED VERTICALLY AT

24" MAX. FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG

4" LONG INTERMEDIATE ASSEMBLY CLIP SPACED

AT 24" MAX w/ (1) #10 x 3/4" TEK SCREW BY DMG
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PANEL BY DMG
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GALVANIZING PRIMER BY PPG, TYP.
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PERFORATED PANELS) SPACED VERTICALLY AT

24" MAX. FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG

4" LONG INTERMEDIATE ASSEMBLY CLIP SPACED

AT 24" MAX w/ (1) #10 x 3/4" TEK SCREW BY DMG

4" LONG INTERMEDIATE ASSEMBLY CLIP (FINISH TO

MATCH PERFORATED PANELS)SPACED AT 24" MAX

w/ (1) #10 x 3/4" TEK SCREW BY DMG
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CUSTOM HEXOGONAL HOLES ENGLARGED

SCALE: 3" = 1'-0"
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EDGE OF PANEL

SCALE: 3" = 1'-0"

5

402

OUTSIDE CORNER DETAIL

SCALE: 3"=1'-0"
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EDGE OF PANEL

SCALE: 3" = 1'-0"

PERFORATED ALUMINUM

PANEL BY DMG

5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.
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1/8" THICK CONTINUOUS BENT ALUMINUM J-SHAPE

(FINISH TO MATCH PERFORATED PANELS) LOCATED AT

VERTICAL EDGES FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG

#10 x 1-3/4" TEK SCREWS

AT 24" O/C BY DMG
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INT. HORIZONTAL: RECESS

SCALE: 3" = 1'-0"
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INT. HORIZONTAL: RECESS

SCALE: 3" = 1'-0"
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BOTTOM DRY JOINT DETAIL

SCALE: 3" = 1'-0"

1/8" PERFORATED

ALUMINUM PANEL BY DMG

5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

16 GA. CONTINUOUS Z-GIRT (FINISH TO

MATCH PERFORATED PANELS) SPACED

VERTICALLY AT 24" MAX. FASTENED TO

HSS w/ (2) 1/4"-14 x 1-1/2" TEK 5 SCREWS

AT INTERSECTIONS BY DMG
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5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

16 GA. CONTINUOUS Z-GIRT (FINISH TO MATCH

PERFORATED PANELS) SPACED VERTICALLY AT

24" MAX. FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG

1
"

3
"

1
"

.040 ALUMINUM BENT SHAPE CLOSURE

FLASHING (FINISH TO MATCH

PERFORATED PANELS) FASTENED TO

HSS w/ 1/8" RIVETS 24" O.C. BY DMG
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5 x 5 x 0.25 HSS STEEL HORIZONTAL

GIRT BY OTHERS PAINTED WITH ONE

COAT OF AMERCOAT 68 G ZINC RICH

GALVANIZING PRIMER BY PPG, TYP.

16 GA. CONTINUOUS Z-GIRT (FINISH TO MATCH

PERFORATED PANELS) SPACED VERTICALLY AT

24" MAX. FASTENED TO HSS w/ (2) 1/4"-14 x 1-1/2"

TEK 5 SCREWS AT INTERSECTIONS BY DMG

1/8" PERFORATED

ALUMINUM PANEL BY DMG

4" LONG INTERMEDIATE ASSEMBLY CLIP SPACED

AT 24" MAX w/ (1) #10 x 3/4" TEK SCREW BY DMG

.040 ALUMINUM BENT SHAPE CLOSURE
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PANELS) FASTENED TO 16 GA. CONTINUOUS

Z-GIRT w/ (1) #10 x 3/4" AT 24" O.C. BY DMG
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4" LONG INTERMEDIATE ASSEMBLY CLIP SPACED
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TYP. PERFORATED PANELS w/  CUSTOM HEXAGONAL HOLES

SCALE: 3/4" = 1'-0"
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